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AAG NEOPREN N250
technical data sheet

PropertyPropertyPropertyProperty StandardStandardStandardStandard unitsunitsunitsunits TDSTDSTDSTDS
ColourColourColourColour Black
DensityDensityDensityDensity g/cm³ 1,38 ± 0,05
HardnessHardnessHardnessHardness ASTM D2240 ShA 60 ± 5
Tensile strengthTensile strengthTensile strengthTensile strength ISO 37 MPa ≥ 16
Elongation at breakElongation at breakElongation at breakElongation at break ISO 37 % ≥ 500
Tear resistanceTear resistanceTear resistanceTear resistance ISO 341 (A) N/mm ≥ 10
Tear resistanceTear resistanceTear resistanceTear resistance ISO 341 (B) N/mm ≥ 40
Working temperaturesWorking temperaturesWorking temperaturesWorking temperatures ºC 25 / 100

24 h @ 70ºC24 h @ 70ºC24 h @ 70ºC24 h @ 70ºC ISO 8151 % ≤ 15
22 h @ 100ºC22 h @ 100ºC22 h @ 100ºC22 h @ 100ºC ISO 8151 % ≤ 35

 HardnessHardnessHardnessHardness ShA ± 5
 Tensile strengthTensile strengthTensile strengthTensile strength ASTM D573 % ± 10
 Elongation at breakElongation at breakElongation at breakElongation at break % ± 20

Oil IRM 901, 70 h @ 100ºCOil IRM 901, 70 h @ 100ºCOil IRM 901, 70 h @ 100ºCOil IRM 901, 70 h @ 100ºC ASTM D471  % Vol. < 10

96 h @ 100 pphm, 38ºC, 30%96 h @ 100 pphm, 38ºC, 30%96 h @ 100 pphm, 38ºC, 30%96 h @ 100 pphm, 38ºC, 30% ISO 14311 cracks no crack

Brittleness pointBrittleness pointBrittleness pointBrittleness point ASTM D2137 ºC ≤ 40

REACH compliantREACH compliantREACH compliantREACH compliant 
RoHS compliantRoHS compliantRoHS compliantRoHS compliant 
PAH freePAH freePAH freePAH free 




*Moulded test pieces

Other standardsOther standardsOther standardsOther standards

EN 13373, G modulus of 0,9 MpaEN 13373, G modulus of 0,9 MpaEN 13373, G modulus of 0,9 MpaEN 13373, G modulus of 0,9 Mpa
AASHTO M 25106, grade 3 for CRAASHTO M 25106, grade 3 for CRAASHTO M 25106, grade 3 for CRAASHTO M 25106, grade 3 for CR

The physical and mechanical properties of the elastomer comply with the material requirements of 

Other propertiesOther propertiesOther propertiesOther properties

Compression setCompression setCompression setCompression set

Heat resistance, 70 h @ 100ºCHeat resistance, 70 h @ 100ºCHeat resistance, 70 h @ 100ºCHeat resistance, 70 h @ 100ºC

Effect of liquidsEffect of liquidsEffect of liquidsEffect of liquids

Ozone resistanceOzone resistanceOzone resistanceOzone resistance

Low temperature resistanceLow temperature resistanceLow temperature resistanceLow temperature resistance


